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@ In above mentioned tender you said that the employer, through | 8 ' 9
the water company, has available maps and various design of
the existing network.
For the rehabilitation of existing sewage network we need as
follow:
- situation
- longitudinal profile
- normal canal profiles
- is existing sewage pipeline under pressure or not
-pressure in existing sewage pipeline (if any)
-materials of existing sewage pipeline
- diameter of pipeline and exactly length
- information about connection
- CCTV sewer inspection, if exsist
Questions in relation to the  Preparation works
A Preparation works < -
Is over-pumping possible at all in every location (restrictions | g o ' 770
due to traffic, permissions or other obstacles)? % } *
I 7' A5
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Questions in relation to the

CCTV & Desilting / cleaning and rehabilitation work s

$ Age of sewer lines? + 5B /B
) Typical material of sewer lines? .- : 08.
B Have the sewers been regularly maintained? No.
What's the expected amount of silt (in percent of sewer | 9
height)?
7 Will the disposal of silt be free of charge and what is the | ¢ /| '+ 057 C #
distance to disposal site and estimated time for one trip with a -
lorry? ) )
& I 77/
/ Is there any work in difficult accessible areas for a truck (e.g. | +
narrow roads, encroachments, underneath buildings, heavy 2
traffic roads, highways etc.)
0 Kind of silt (solidified or loosen, consistence etc.) 9
5 Time restriction for silt disposal (operation only day time or 24 | + /'
hrs, lorry traffic in night hours permitted?) + ' 057 +
@ Is there any pre-treatment of the silt required, such as | + C
dehydration/dewatering before delivery to dumping ground?
Traffic situation in the jobsite areas (preferred time to work; | 8 , +
day/night) / 7'
A5
$ Is the preferred working time correlating to the disposal | ! -

timings?
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) Are water connections for refilling available at the jobsite in | D ¢ 2
regular distances and are they easily accessible for lorries? -
7B Would the Employer make available water for the high pressure | 8 /' ' 77B
cleaning of sewer lines free of charge?
7 Otherwise what is the cost for water refilling and method of | 8
measurement (water meter) and which permissions from
authorities are required
77 Any specific format, software, classification codes, reports etc. | 8 A ' 05 #
required or expected? Any information linked to GIS databank, 8
if any, to be considered? 69 /5B$% %7
+ =& @ !
+. =
7/ Groundwater table and its seasonal fluctuations * /' ' 7
70 Were many structural failures/collapses encountered in the | 9 - 8 " 9 /
past?
75 Does the pipeline suffer from heavy infiltration of ground water? | 9 - 8 ' " 9 /
7@ Are severe misalignments of pipes observed? 9 - 8 ' " 9 /
7A Are many settlements of pipes observed? 9 - 8 ' " 9 /
7% Is frequent cracking observed at the pipe’s crown? 9 - 8 " 9 /
7) Does the pipeline suffer from solidified deposits? 9 - 8 " 9 /
/B Can rooting be deemed to be a frequent damage/problem? 9 - 8 " 9 |/
/ Is a CCTV record available and is it accessible? 9' +, - +,
I ' 05 + - +.
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Questions in relation to the contract document:
17 Clause 4.3.7.1 + 7 Q0 ,
Please provide information about typical manhole distances, | . 3
sizes and shapes of manholes and also the depth range. G& G E =
Please provide typical distance / Number of faecal and surface G G .
water connections?
Please explain the term “inlets” and “connections” + co-- C
) - +'
/! Clause 4.5.1 I +.
“The maximum repair length of sewer network which can be - S #
eligible for various repair works is 5500 m”. It is assumed that
this 5500 m shall only consist of lining from manhole to | + - 6
manhole, but no spot or short sections in between (e.g. to place | + + -
one short liner over a defective pipe joint). Please confirm ! "
+ '
A ' 05
# #
o] C '
C C
H?I
/0 Clause 4.5.1 1 ,
Where and when can the Employer make available to the -
Tenderer all available information (maps and various designs of I ' 7
the existing network)?
/5 Clause 4.5.1 + - & / '
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Please confirm that only the main sewer and not the house | 05 + - -
connections are to be CCTV surveyed. + -
1@ Clause 4.5.1 8 A 05 #*
It is assumed that the data have to be fed into a GIS system &F - -
which is available with the clienT? Please confirm. ) 5
@' #
+ =&
=& -
* o'!"m+-C 5'
/A Clause 4.5.1 > - +-C
It is assumed that the local repairs will be paid at the length of -
manhole to manhole, irrespective how many damages length in I . 05
between were repaired. '
/% Clause 4.7.3 & - +
Shall the cutting of intruding laterals only be applicable for man-
entry sewers (>DN800) or also for the non-man entry sewers
(DN250-DN350)? The latter would require remote controlled
robots.
)] Clause 4.7.3 + - & -
Filling of adjoining voids and displaced brickwork shall be | _ - -
possible manually in man entry sewers, but not in non-men n )
entry sewers. The latter would require a remote controlled
epoxy repair robot. Please confirm that only voids in man-entry )
sewer shall be repaired.
0B Clause 4.7.3 & T 0OAO
It is assumed that the rendering and grouting for local repairs is
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only applicable as local repair in accordance to clause 4.7.14. 05" I
Please confirm. J
0 In above mentioned tender is not clear which documents must * Lo I
subcontractor give to main contractor. & - BK
Please give us precise answer. } /]
J - BK ’
- + -
07 Form 4.6.8. Accommodation for the Supervisor — In the Form is | , [/ ! 757 # 6
written note ,NOT APPLICABLE". Please clarify. o<+ - - 22 0@$ ?
I, #< 6 -
+ 8
o/ BoQ — Water Supply Network Pipelines, Items 3.21. (psc)and |. 0Q'! " ' I 177
3.22.(m1) have the same description. Please clarify. 8 ' - '
E2186F - /B
- %




